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New Daikin Wall Mounted Unit for Non Inverter Split Air Conditioning Pairs          
A new R-410A wall mounted split air conditioning unit has been introduced by Daikin Europe N.V. Designated FT(Y)N-F, the unit is available in 50 and 60 classes, offers high energy efficiency ratings and features a new flat front panel, which is easier to clean and remove for maintenance purposes.
FT(Y)N-F series units are quiet in operation and incorporate the usual user friendly features common to Daikin indoor units. Vertical and horizontal swing ensures balanced and even air distribution and wide angled adjustable louvres provide wide airflow coverage, irrespective of unit location. 

Five fan speeds are available and a ‘Powerful’ mode can be selected for rapid cooling/heating. Also, the night set mode can be activated to prevent sudden changes in room temperature by gently raising or lowering the temperature before the air conditioning switches off. 

Air purification is provided by a titanium apatite photo-catalytic filter, which removes particulate matter, decomposes odours and deactivates bacteria and viruses.   
Summary

New Daikin Wall Mounted Unit for Non Inverter Split Air Conditioning Pairs      
A new R-410A wall mounted split air conditioning unit from Daikin is designated FT(Y)N-F, is available in 50 and 60 classes. The unit offers high energy efficiency ratings and features a new flat front panel, which is easier to clean and remove for maintenance purposes. Quiet in operation FT(Y)N-F units incorporate the usual user friendly features common to Daikin indoor units.  
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